COMMUNITY CONSULTATION

Rogues Point Seawall Funding Request

Project Summary

The Yorke Peninsula Council (Council) wish to consult on the proposed Rogues Point Seawall
funding request.

Arequest has been received from the Rogues Point Shack Owners Group (Shack Owners Group)
through their appointed representative, Mr. Brenton Ellery, regarding the proposed seawall (rock
wall) construction project for which plans have been submitted compliant approved
Development Application 24008590.

An application has been submitted on behalf of the Shack Owners Group all of which are
individual owners of 6 freehold properties adjoining the beach at Rogues Point between Lots 21
and 26 Davey Road at Rogues Point. The application relates to the proposed construction of a
rock wall armoury, on Crown Land, that immediately abuts the afore mentioned properties. The
proposed rock wall armoury has been discussed at length with Council, the Coastal Protection
Board, and PlanSA with necessary approvals being granted.

The Shack Owner Group deem construction of the rock wall armoury necessary as storm damage
in recent years has eroded a significant part of the beach and related area, to the extent that the
properties are at very serious risk of inundation at times of high tides coupled with strong winds,
particularly from the south easterly direction.

Background

Documentation supplied by the Shack Owners Group representative notes the total cost of the
project to be $455.581.49 as per the quotation received from Skinners. Finance is being
requested, for the full quoted price, with agreement from each individual shack owner as to the
total repayment value (principal amount plus interest) which they will be responsible for paying
over the life of the loan. Repayment values have been determined based on the percentage
proportion of rock wall armoury in front of their property.



Lot Number | Percentage % | Price (Principal) $ Interest $ Total Repayment
Value $ (10-year
Period)
Lot 21 15.40% $70,159.55 $21,474.53 $91,634.08
Lot 22 13.39% $61,002.36 $18,671.05 $79,674.05
Lot 23 13.17% $60,000.08 $18,364.91 $78,364.99
Lot 24 13.98% $63,690.29 $19,494.41 $83,184.70
Lot 25 22.70% $103,417.00 $31,654.02 $135,071.02
Lot 26 21.36% $97,312.21 $29,785.46 $127,097.67

The Shack Owners will be responsible for all engineering, legal and construction costs, and
insurances. The requested loan amount will be funded via a loan from the Local Government
Finance Authority (LGFA) at fixed interest over a fixed 10-year term with repayments being raised
on the Shack Owners every quarter through the payment term via provision of a separate rate, as
per Section 154 of the Local Government Act. Council will not need to allocate any funds from its
existing budget

As is the usual process, interest rates applicable to the loan are to be determined at the time of
drawing down of funds, however the above table is provided as indicative total value borrowed
for a 10-year loan at an indicative rate of 5.38% pa (rates current on offer).

Separate rates, when and if declared, will be calculated to recover 100% of these amounts plus
any agreed associated costs. Each separate rate will be declared against each individual
property for the determined period as per the final agreed allocation.

It should be noted that Council is not being requested to contribute in any other capacity outside
of the request for project funding.

Timeline

The consultation period will begin on Thursday 14 August 2025, and close at 5.00pm Thursday 11
September 2025.

Following the consultation period, a report will be presented to Council on the outcome of the
consultation process for their consideration.

How do | provide my feedback?

Written Submissions

Submissions must be in writing, and be received by 5.00pm Thursday 11 September 2025,
addressed to:

Community Consultation

Rogues Point Sea Wall Funding Request
PO Box 57

Maitland SA 5573

Email: admin@yorke.sa.gov.au

Please include in your submission if you wish to be heard before Council on this matter.


mailto:admin@yorke.sa.gov.au

What happens to my feedback?

The information from the public consultation process will assist Council in its deliberation
associated with the proposal.

Submissions received from the public consultation process will be collated and presented in a
report to Council if required.

How do | know my feedback has been received?

All feedback (submissions or correspondence) will be acknowledged.
Contact Person

For more information, please contact:

Name: Ben Thompson

Title: Director Corporate and Community Services

Phone: 8832 0000

Email: admin@yorke.sa.gov.au

This detailed report is available for viewing at Yorke Peninsula Council offices at Maitland,
Minlaton, and Yorketown and on Council’s website, www.yorke.sa.gov.au


mailto:admin@yorke.sa.gov.au
http://www.yorke.sa.gov.au/
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THESE DRAWINGS SHALL BE READ IN CONJUNCTION WITH ALL OTHER CONSULTANTS
DRAWINGS AND SPECIFICATIONS. ALL DISCREPANCIES SHALL BE REFERRED TO THE
ENGINEER FOR DECISION BEFORE PROCEEDING WITH THE WORK.

DURING CONSTRUCTION THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING THE
STRUCTURE IN A SAFE AND STABLE CONDITION AND SHALL ENSURE THAT NO PART IS
OVERSTRESSED DUE TO CONSTRUCTION ACTIVITIES.

ALL WORKMANSHIP AND MATERIALS SHALL BE IN ACCORDANCE WITH THE RELEVANT SAA
CODES AND LOCAL STATUTORY AUTHORITIES.

NO SUBSTITUTIONS SHALL BE MADE OR SIZES OF STRUCTURAL MEMBERS VARIED
WITHOUT THE WRITTEN APPROVAL OF THE ENGINEER. THE APPROVAL OF A SUBSTITUTION
FROM THE ENGINEER SHALL NOT BE AN AUTHORISATION FOR AN EXTRA. ANY EXTRA
INVOLVED SHALL BE APPROVED WITH THE ENGINEER BEFORE WORK COMMENCES.

ALL DIMENSIONS ARE IN MILLIMETRES UNLESS STATED OTHERWISE. ALL LEVELS ARE
EXPRESSED IN METRES, AND ARE TO THE STRUCTURAL SURFACE UNLESS NOTED
OTHERWISE.

ALL PROPRIETARY PRODUCTS SHALL BE USED STRICTLY IN ACCORDANCE WITH THE
MANUFACTURER'S INSTRUCTIONS AND RECOMMENDATIONS.

CONSTRUCTION USING THESE STRUCTURAL DRAWINGS SHALL ONLY COMMENCE IF THE
STRUCTURAL DRAWINGS ARE DESIGNATED “ISSUED FOR CONSTRUCTION”.

DIMENSIONS SHALL BE TAKEN FROM ARCHITECTURAL DRAWINGS ONLY. STRUCTURAL
DRAWINGS SHALL NOT BE SCALED TO OBTAIN DIMENSIONS.

AN EXPERIENCED SHOP DETAILER SHALL PREPARE SEPARATE WORKSHOP DETAIL
DRAWINGS. FABRICATION SHALL NOT COMMENCE UNTIL THE STRUCTURAL ENGINEER AND
OTHER RELEVANT PARTIES SO ADVISE. ALLOW AT LEAST 10 WORKING DAYS FOR
APPROVAL.
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ALL WORKMANSHIP AND MATERIALS SHALL BE IN ACCORDANCE WITH AS 3600. ALL
CONCRETE SHALL BE TESTED BY AN APPROVED NATA INDEPENDENT TESTING
LABORATORY.

UNLESS NOTED OTHERWISE, CONCRETE GRADE SHALL BE AS FOLLOWS:

PAD FOOTINGS 40MPa

COVER TO STEEL REINFORCEMENT SHALL BE AS FOLLOWS UNLESS SHOWN OTHERWISE
ON THE DRAWINGS:

EXTERNAL EXPOSURE, ABOVE GROUND 40mm

EXTERNAL EXPOSURE, BELOW GROUND 40mm

BORED PIERS 50mm

OTHER NON-SPECIFIED S50mm

CONDUITS SHALL NOT BE PLACED WITHIN THE CONCRETE COVER.

CONCRETE ADDITIVES SHALL NOT BE USED WITHOUT THE APPROVAL OF THE ENGINEER.
FINISHES TO ALL CONCRETE SURFACES SHALL BE STEEL FLOAT.

SIZES OF CONCRETE ELEMENTS DO NOT INCLUDE THICKNESS OF APPLIED FINISHES AND
SHALL NOT BE ALTERED WITHOUT THE APPROVAL OF THE ENGINEER.

CONSTRUCTION JOINTS SHALL BE PROPERLY FORMED AND USED ONLY WHERE SHOWN
OR SPECIFICALLY APPROVED BY THE ENGINEER.

FREE DROPPING OF CONCRETE FROM A HEIGHT GREATER THAN 1200mm SHALL NOT BE
PERMITTED.

CONCRETE SHALL BE COMPACTED WITH SUITABLE MECHANICAL VIBRATORS TO AS3600.
CONCRETE SHALL BE PLACED IN ONE CONTINUOUS POURING OPERATION BETWEEN
SPECIFIED CONSTRUCTION JOINTS.

REINFORCEMENT SHALL BE SUPPORTED ON APPROVED PLASTIC STOOLS OR MORTAR

BLOCKS OF EQUAL STRENGTH AND DURABILITY TO THE CONCRETE MIX, AT NOT MORE
THAN 800mm CENTRES.

CURE CONCRETE (WATER TO BE POTABLE) FOR 7 DAYS AFTER FINAL POUR. WATER
CURE WITH PLASTIC MEMBRANE, FLOODED. APPROVED SPRAYED—ON CURING COMPOUNDS
WHICH COMPLY WITH AS 3799 MAY BE USED WHERE EXPOSED FINISHES WILL NOT BE

AFFECTED (REFER MANUFACTURERS SPECIFICATION).

CONCRETE SHALL NOT BE PLACED IN THE WORKS IF THE TEMPERATURE OF THE
SURROUNDING AIR FALLS BELOW 5 DEGREES(®) CELSIUS(C), OR IS HIGHER THAN 32°C
OR WIND SPEEDS EXCEED 25km/h.

REINFORCING SYMBOLS:

N GRADE DS50ON, HOT ROLLED DEFORMED BAR, COMPLYING WITH AS4671.
R GRADE R250N, HOT ROLLED PLAIN ROUND BAR, COMPLYING WITH AS4671.
SL/RL GRADE 500L, SQUARE/RECTANGULAR MESH, COMPLYING WITH AS4671.
W GRADE R500L, COLD DRAWN ROUND WIRE, COMPLYING WITH AS4671.
REINFORCING ABBREVIATIONS:

EF EACH FACE B BOTTOM

NF NEAR FACE HORIZ HORIZONTAL

FF FAR FACE VERT  VERTICAL

T TOP EW EACH WAY

17—N20—-250 EW

INFORMATION FOR PLACING

BAR SPACING (mm)

BAR SIZE (mm

BAR STRUCTURAL PROPERTIES

NUMBER OF BARS IN SET

FORMWORK DESIGN, CONSTRUCTION, TOLERANCES AND STRIPPING TIMES SHALL COMPLY
WITH AS 3600 AND AS 3610 UNLESS OTHERWISE APPROVED BY THE ENGINEER.
CONCRETE FORMED SURFACES TO HAVE FINISHES IN ACCORDANCE WITH AS 3610 AS
SPECIFIED BY THE ARCHITECT.
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ONLY IN THE PROPOSED BUILDING AREA AS SHOWN IN THESE DRAWINGS, REMOVE ALL
PAVERS, STORE AND RE—USE.

ALL SHRUBS, VEGETATION AND OTHER DELETERIOUS MATERIAL SHALL BE REMOVED PRIOR
TO FILLING AND REGRADING OF SITE.
CUT TO NEW SUBGRADE LEVELS AS DETAILED ON THESE DRAWINGS.

THE SITE SHALL BE PROOF ROLLED TO 95% AFTER BEING CUT PRIOR TO ANY FILL
MATERIAL BEING PLACED, TO SHOW ANY SOFT AREAS. ANY SOFT AREAS SHALL BE
REFERRED TO THE ENGINEER FOR DIRECTION PRIOR TO PROCEEDING WITH THE WORK.
FILL MATERIAL SHALL BE FREE OF ORGANIC MATTER, TREE STUMPS, ROOTS, RUBBISH,
LARGE STONES, BUILDING MATERIAL AND EXCESSIVE CLAY OR SILT.

QUARRY RUBBLE SHALL BE 20mm RUBBLE WHICH SHALL COMPLY IN ALL RESPECTS
WITH THE TRANSPORT SA SPECIFICATION NUMBER PM2/20QG. FINE CRUSHED ROCK
SHALL COMPLY IN ALL RESPECTS WITH THE TRANSPORT SA SPECIFICATION NUMBER
PM1/20QG.

COMPACTIONS NOTED ARE % MMDD (MODIFIED MAXIMUM DRY DENSITY) IN ACCORDANCE
WITH AS 1289.

FILLING SHALL BE UNDERTAKEN IN LAYERS NOT EXCEEDING 150mm THICKNESS
(COMPACTED DEPTH). UNLESS NOTED OTHERWISE QUARRY RUBBLE SHALL BE
COMPACTED TO 95% MAXIMUM DRY DENSITY (MODIFIED). UNLESS NOTED OTHERWISE
CRUSHED ROCK SHALL BE COMPACTED TO 98% DRY DENSITY (MODIFIED). EACH LAYER
SHALL BE COMPACTED AND APPROVED PRIOR TO THE NEXT LAYER BEING LAID OVER.
ALL COMPACTION TESTS TO AS1289.

TO ACHIEVE THE ABOVE COMPACTION, VIBRATING SMOOTH DRUM ROLLERS (FOR
GRANULAR MATERIAL) OF VIBRATING SHEEPS FOOT ROLLERS (FOR CLAYS) ARE REQUIRED.
CONTRACTOR TO TAKE CARE WITH VIBRATING ROLLERS AROUND EXISTING STRUCTURES.
FILL COMPACTION SHALL BE TESTED AT THE RATE OF ONE TEST PER 200 CUBIC
METRES OF FILL, OR TWO TESTS PER LAYER, WHICH EVER REQUIRES THE GREATER
NUMBER OF TESTS.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR QUALITY CONTROL TO ENSURE THAT ALL
WORKS COMPLY WITH THE DRAWINGS AND SPECIFICATION. WHEN, IN THE OPINION OF
THE CONTRACTOR, THE SPECIFIED COMPACTION HAS BEEN ACHIEVED HE SHALL ARRANGE
FOR COMPACTION TESTING TO BE UNDERTAKEN. THE SUPERINTENDENT SHALL HAVE THE
RIGHT TO NOMINATE THE EXACT LOCATION AT WHICH SAMPLES SHALL BE TAKEN. THE
COST OF ALL TESTING SHALL BE AT THE CONTRACTORS EXPENSE. THE TESTING SHALL
BE UNDERTAKEN BY A NATA REGISTERED LABORATORY.

SEDIMENTATION AND EROSION CONTROL
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THE CONTRACTOR'S ATTENTION IS DRAWN TO "STORMWATER POLLUTION PREVENTION
GUIDELINES™ (SA ENVIRONMENT PROTECTION AGENCY). THE CONTRACTOR SHALL ENSURE
THAT ALL CONSTRUCTION WORKS ARE UNDERTAKEN IN STRICT ACCORDANCE WITH THIS
DOCUMENT.

THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING ADEQUATE CONTROL & MAINTENANCE
OF SURFACE STORMWATER FLOWS TO PREVENT EROSION & RESTRICT SILT FROM LEAVING
THE SITE DURING CONSTRUCTION & UNTIL FINAL COMPLETION.

THE CONTRACTOR SHALL INSTALL EROSION AND DRAINAGE MANAGEMENT MEASURES
PRIOR TO THE COMMENCEMENT OF WORKS AND REHABILITATE THE SITE TO ORIGINAL
CONDITION UPON COMPLETION OF WORKS WHERE APPROPRIATE.

THE CONTRACTOR SHALL MINIMIZE THE MOVEMENT OF CONSTRUCTION TRAFFIC OVER THE
SITE TO PREVENT DISTURBANCE OF NATURAL GROUND, VEGETATION AND OTHER
FEATURES.

THE CONTRACTOR SHALL MINIMISE SCOURING AND SILTATION DURING CONSTRUCTION.
SANDBAGS, SOCKS OR SIMILAR APPROVED MEASURES SHALL BE PLACED AROUND ALL
PITS WITH OPENINGS AND OUTFALLS — (i.e SEP’s, GIP’s, FIELD GULLY’s & GRATED PITS
ALLOTMENT CONNECTIONS ETC).

THE CONTRACTOR SHALL REGULARLY INSPECT & MAINTAIN  SEDIMENTATION CONTROL
MEASURES, MOST PARTICULARLY AFTER ANY SIGNIFICANT RAIN EVENT. ANY DAMAGE IS TO
BE REPAIRED AS SOON AS POSSIBLE.

ALL REAR OF ALLOTMENT DRAINAGE SURFACE INLETS SHALL BE PROTECTED WITH SILT
FENCING.

ALL SOIL STOCKPILES SHALL HAVE SILT FENCES CONSTRUCTED AROUND PERIMETER ON
THE DOWNSTREAM SIDE.

CONSTRUCTION ACCESS SHAKER PADS: THE LOCATION AND NUMBER OF SHALL BE
APPROVED BY COUNCIL / SITE ENGINEER IF RELEVANT.

SILT FENCES SHALL BE RETAINED AND MAINTAINED UNTIL FINAL COMPLETION, UNLESS
APPROVED OTHERWISE BY THE SITE ENGINEER.

EXISTING VEGETATION AND TOPSOIL SHALL NOT BE STRIPPED FROM SITE AREAS THAT DO
NOT REQUIRE FILLING OR CONSTRUCTION ACTIVITIES

ANY AREAS THAT ARE STRIPPED SHALL BE PROTECTED BY SILT FENCES TO THE
REQUIREMENTS OF THE SITE ENGINEER.

THE CONTRACTOR UPON COMPLETION OF WORKS SHALL REMOVE ALL EROSION AND
SEDIMENTATION CONTROL DEVICES FROM SITE UNLESS OTHERWISE DIRECTED BY THE SITE
ENGINEER.

ROCK ARMOUR & GEOTEXTILE

RG1 ALL ROCK SHALL BE DENSE ROUGH ANGULAR LOCALLY SOURCED ROCK AND BE
DURABLE IN MARINE CONDITIONS.

RG2 ALL ROCK IS TO BE ROUGH STACKED AND RANDOMLY PLACES. CONTRACTOR IS TO
AVOID EVEN OR SMOOTH PLACEMENT. EACH ROCK IS TO BE STABLE AFTER PLACEMENT
WITH NO TENDENCY TO ROTATE, SLIDE, OR MOVE GENERALLY.

RG3 ROCK SIZES/WEIGHT ARE TO BE AS SHOWN ON DRAWINGS.

RG4 GEOTEXTILE IS TO BE PLACED OVER THE PREPARED/NATURAL SURFACE/BED PRIOR TO
ARMOUR PLACEMENT IN ALL CASES.

RGS GEOTEXTILE IS TO BE TEXCEL 1200R OR EQUAL, APPROVED BY THE ENGINEER VIA THE
SUPERINTENDENT.

RG6 LAP GEOTEXTILE JOINTS 400mm MINIMUM U.N.O..

SURVEY

Sv1 ALL LEVELS ARE TO AHD.

Sv2 CONTROL SETOUT POINTS ARE TO MGA 20 GRID.

GEOTEXTILE SAND CONTAINERS (GSC)

GSC1

GSC2

GSC3

GSC’S SHALL BE INSTALLED STRICTLY IN ACCORDANCE WITH MANUFACTURER’S
SPECIFICATIONS, BY EXPERIENCED CONTRACTORS.

GSC’S SHALL BE FILLED WITH A PROPRIETARY HOPPER AND FILLING FRAME. SAND USED
TO FILL THE BAGS SHALL BE IMPORTED CLEAN SAND. ENSURE EACH BAG IS 100% FULL
WITH THE VOLUME OF SAND SPECIFIED.

THE GSC DIMENSIONS INDICATED ON THE PLAN ARE INDICATIVE ONLY. THE BAGS SHALL
BE LIGHTLY TAMPED AND PLACED TO ENSURE THE SPECIFIED DIMENSIONS ARE ACHIEVED
(AS CLOSE AS PRACTICAL).

SAFETY—IN—DESIGN REVIEW

MAGRYN & ASSOCIATES (MAGRYN) HAVE CONDUCTED A PRELIMINARY SAFETY—IN—DESIGN REVIEW
OF THE DESIGN SHOWN ON THESE DRAWINGS. THE REVIEW IS BASED GENERALLY ON THE
PROCEDURE OUTLINED IN THE SAFE WORK AUSTRALIA PUBLICATION “SAFE DESIGN OF

STRUCTURES CODE OF PRACTICE” (JULY 2012).

THE DESIGN HAS NOT BEEN REVIEWED WITH A CONTRACTOR/BUILDER AT THE TIME OF ISSUE
FOR TENDER OR CONSTRUCTION. CONSTRUCTION METHODS VARY BETWEEN CONTRACTORS SO IT
IS NOT POSSIBLE FOR MAGRYN TO PERFORM AN EXHAUSTIVE SAFETY—IN—DESIGN OR
SAFETY—IN—CONSTRUCTION REVIEW. ONCE APPOINTED, THE CONTRACTOR IS REQUIRED TO
UNDERTAKE A THOROUGH REVIEW OF THE DESIGN WITH THEIR SUB—CONTRACTORS TO IDENTIFY
SAFETY RISKS DURING CONSTRUCTION AND DURING THE LIFE OF THE BUILDING.

CONTRACTORS SHALL PROVIDE DOCUMENTATION THAT OUTLINE HOW THE PROJECT WAS BUILT SO
THAT THE DEMOLITION CONTRACTOR CAN ADEQUATELY EVALUATE RISKS DURING DEMOLITION
PLANNING AT THE END OF THE LIFE OF THE BUILDING.

LOCATION OF UNDERGROUND AND ABOVE GROUND SERVICES

1 THE CONTRACTOR SHALL UNDERTAKE A REVIEW OF THEIR OWN TO VERIFY SERVICES
ENTERING THE PROPERTY AND IN PROXIMITY TO THE BOUNDARY IN THE

STREET/SURROUNDING THE PROPERTY.
EXCAVATIONS

1 BATTER SLOPES SHALL BE IN ACCORDANCE WITH GEOTECHNICAL RECOMMENDATIONS AND
SHALL BE INSPECTED BY THE GEOTECHNICAL ENGINEER TO CONFIRM ADEQUACY (INCLUDING
REVIEW OF PROPOSED DURATION OF BATTER).

2 EXCAVATIONS GREATER THAN 1.0m DEEP REQUIRE SHORING AND SHALL NOT BE ACCESSED
BY PERSONNEL WITHOUT APPROPRIATE CONFINED SPACE TRAINING.

5 PROVIDE BARRIERS TO ALL EXCAVATIONS TO PREVENT FALLS.

4 ENSURE MEASURES TO PROTECT ADJACENT PROPERTY / STRUCTURES ARE FOLLOWED
STRICTLY IN ACCORDANCE WITH THESE DRAWINGS. IF IN DOUBT CONTACT MAGRYN.
S5 CONTACT MAGRYN IF GROUND WATER IS ENCOUNTERED DURING EXCAVATION.

VERIFICATION OF SOIL CONDITIONS

1 THE GEOTECHNICAL INVESTIGATION WAS BASED ON A LIMITED SURVEY VIA BORE HOLES IN
DISCRETE LOCATIONS AROUND THE SITE (REFER TO THE GEOTECHNICAL REPORT REFERENCED

ON THESE DRAWINGS). THE CONTRACTOR SHALL HAVE THE SOIL DESIGN PARAMETERS
VERIFIED DURING EXCAVATION. ALLOW TO ENGAGE THE GEOTECHNICAL ENGINEER TO CONDUCT

A REVIEW OF THE SOIL DURING CLEARING / EXCAVATION OF THE SITE.
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BUILDING CERTIFIERS
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E NO CHANGES TH 27.02.24
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Yorke Peninsula Council
DEVELOPMENT

GROUND LEVEL
VARIES 2.4m
TO 2.6m AHD

(TYPICALLY).

BOUNDARY

1000

PRIMARY ARMOUR LAYER,
REFER SCHEDULE.

TEXCEL 1200R GEOTEXTIL f :;;K, REFER

BEHIND ROCK ARMOUR

‘ 7350 NOMINAL ‘

TYPICAL SEAWALL CROSS SECTION

SCALE 1:50

NOTE: THE ARMOUR ROCK WEIGHTS NOTED ABOVE ARE W30, WHICH IS
THE WEIGHT THAT IS JUST GREATER THAN 50% OF THE ROCKS.

LANDSCAPING, LOCAL NATIVE

3.40m AHD TOP OF ROCK ARMOUR
VAR

1.50m AHD NOMINAL BEACH LEVEL
VAR

0.00m TOE OF ROCK ARMOUR
OR LIMESTONE SHELF,
WHICHEVER IS HIGHER

TIDAL RANGE

BOUNDARY

SPECIES AND JUTE MESH
EROSION CONTROL MATTING,
REFER TECHNICAL
SPECIFICATIONS.

3.40m AHD TOP OF ROCK ARMOUR
VAR

y

.
' “
0]

‘
{
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)
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2.28m AHD NOMINAL BEACH LEVEL
VAR

0.00m TOE OF ROCK ARMOUR

OR LIMESTONE SHELF,

WHICHEVER IS HIGHER

SECTION /D
SCALE 1:50 \IJ

ROCK ARMOUR SCHEDULE
LAYER PARTICULARS MIN.  |50% |MAX.
PRIMARY  [SIZE (mm) 800 |900  [1000
No. LAYERS 2
TOTAL LAYER THICKNESS (mm)  [1600
WEIGHT (W50%) (T) 2.0
SECONDARY [SIZE (mm) 300 400 [500
No. LAYERS 2
TOTAL LAYER THICKNESS (mm)  [700
WEIGHT (W50%) (T) 0.20
TOE SIZE (mm) 1100
WEIGHT (T) 3.0
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subject to conditions
11/11/2024

3.85m AHD MIN. BUILDING FLOOR LEVEL

2.75m AHD CURRENT 100YR ARI

1.09m AHD MHWS

—0.217m AHD MSL

—1.91Tm AHD ISLW

BUILDING CERTIFIERS
REG. 65 MINOR VARIATION - BUILDING
08/ 11/ 2024
H AMENDMENTS AW 23.10.24
G AMENDMENTS TH 02.09.24
F AMENDMENTS TH 08.05.24
E AMENDMENTS TH 27.02.24
D ISSUED FOR APPROVAL TH 07.02.24
C PRELIMINARY ISSUE TH 01.12.23
B AMENDMENTS TH 25.10.23
A CONCEPT ISSUE TH 07.07.23
ISSUE AMENDMENTS INT./DATE
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